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Vertical Form-Fill-Seal Machine
2 Lanes, 3 Sided Seal Sachet



MACHINE FEATURES :

MAIN BODY :

Open Space design for Easy Access & maintenance
Body Frame in Full Stainless Steel Construction
Electrical Cabinet in Full Stainless Stel Construction

TOUCH SCREEN CONTROLLER :

10" Color Touch Screen
Product Memory
Troubleshooting Chart & Error Display

FILM REEL UNIT :

Air Chuck System for Easy Chargeover Film
Film Splicer Table for Easy Joint with New Roll
Max Film Roll OD 500 in mm

Film End Detector Sensor

BAG FEEDING SYSTEM :

Dram Bar Up & Down with Servo Motor

END SEAL UNIT :

Servo Motor Execution
Automatic Seal Contamination Detection at Horizontal Seal

OPTIONAL DEVICE :

Static Eliminator

Auger Filler
Nitrogen Gas
Etc.-
= Machine Specifications
Bag Style Pattern |3 Sided Seal Sachet
Bag Size | With : 70 - 115 in mm : Length : 60 - 180 in mm
Machine Speed 90 Sachet / min / Lane. Max : 180 Sachet / min / 2 Lanes Max
Power 380 Volt /3 Phase / 50 hz , 8.2 KW

90 Litre / min - Approx

Machine Dimension |W 1140 x L 1610 x H 1530 in mm

Machine Weight 620 kg
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Specifications are subject to change without notice due to technical improvements or modification

TAM PACKAGING ASIA

Kawasan industri Jababeka IIl Blok ABH Desa Pasir Gombong - Kec.

Cikarang Utara Bekasi 17550, Indonesia
TEL. 62-21-89842433 - CELL. +62815-889-8889
Email : Ibs@tam-asia.co.id




